Panasonic |

UP RWA1 232P2 For standby power supplies
Expected trickle life:3~5 years at 25C,approx.5 years at 20°C
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Contents indicated (including the recycle marking,
etc) are subject to change without notice. Battery case resin:standard(UL94HB)
B Specification M Duration of discharge vs. discharge current
Nominal Voltage 12v
Nominal Capacity 32W/cell@10MR 30
Length 151 mm 20
] . Width 51 mm 40
Dimensions - 10
Height 94 mm N\
Total height 100 mm 5 5 \/:/ i
3 g
Approx. Mass 2.0 kg o £ 3 \N
. o N
Termianal Faston 187 & 250M 8 :
i T XY 60 :
B Characteristics 5 T — ,
20 hour rate 97W 5 30 : :
Capacity 10 hour rate 157TW '*E 0 Cf f
(25 C) 5 hour rate 192W a R \\ L
1 hour rate 310W © 10 -45% \\
. Fully charged battery 2 : N
Internal Resistance . 33mQ 'E
(25 C) E 5
Temperature 40C 102% 3
Dependency of 25°C 100%
Capacity 0°C 85%
(20 hour rate) 15 C 65% 1
After 3 months 91% 0.1 0.3 1.0 3 10 30 100
Self Discharge
(25 C) After 6 months 82% Discharge current(A)
After 12 months 64%
H Watt Table(25°C) (Wattage/Battery)
cutoftv | 3min | 5min | 10min | 15min | 20min | 30min | 45min| 1h | 1.5h | 2h 3h 4h 5h 6h 10h | 20h | 24h
9.6V | 410 | 310 | 192 | 157 | 128 | 97.0 | 711 | 569 | 391 | 30.3 | 225 | 173 | 143 | 115 | 7.61 | 412 | 3.44
9.9V | 386 | 295 | 187 | 150 | 124 | 950 | 70.7 | 569 | 383 | 300 | 224 | 172 | 142 | 114 | 7.58 | 411 | 3.43
102v | 361 | 281 | 182 | 142 | 120 | 93.0 | 67.7 | 539 | 363 | 284 | 215 | 165 | 13.6 | 11.0 | 7.25 | 3.97 | 3.31
105V | 327 | 255 | 174 | 136 | 115 | 895 | 659 | 528 | 349 | 275 | 215 | 165 | 135 | 109 | 7.22 | 3.96 | 3.30
10.8V | 294 | 230 | 164 | 130 | 110 | 86.0 | 61.7 | 488 | 32.6 | 245 | 195 | 152 | 124 | 100 | 673 | 3.70 | 3.08
B Ampere Table(25°C) (Ampere/Battery)
cutottv | 3min | 5min | 10min | 15min | 20min | 30min | 45min| 1h | 1.5h | 2h 3h 4h 5h 6h 10h | 20h | 24h
9.6V | 369 | 278 | 171 | 13.7 | 11.0 | 829 | 6.06 | 4.83 | 3.31 | 256 | 1.89 | 1.45 | 119 | 0.96 | 0.634 | 0.344 | 0.287
9.9V | 347 | 265 | 167 | 13.0 | 107 | 812 | 6.02 | 4.83 | 325 | 254 | 1.88 | 1.44 | 118 | 0.95 | 0.631 | 0.343 | 0.286
102V | 325 | 252 | 163 | 123 | 103 | 795 | 577 | 458 | 3.08 | 240 | 1.80 | 1.38 | 1.14 | 0.92 | 0.604 | 0.331 | 0.276
105V | 295 | 229 | 155 | 11.8 | 99 | 765 | 561 | 448 | 296 | 232 | 1.81 [ 1.38 | 113 | 0.91 | 0.602 | 0.330 | 0.275
108V | 26.4 | 206 | 146 | 113 | 95 | 7.35 | 526 | 414 | 2.76 | 2.07 | 1.64 | 1.28 | 1.03 | 0.84 | 0.560 | 0.309 | 0.257
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B Charging Method (25T) H Cut off voltage
Discharge current off:- ;‘:’_;:" 3'_;;:' Z:A 121‘::
Trickle use | Control voltage:13.6-13.8V;Initial current 1.05A or smaller = -
Cut off voltage (V) | 10.5 | 10.2 | 9.9 | 9.3 | 8.7
HInfluence of Temperature on Trickle life B Residual capacity test result
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Hl Constant-voltage and constant-current charge characteristics

M Discharge capacity by temperature and by discharge current

160 16 Temperature and discharge capacity
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B Discharge characteristics (25°C)
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Panasonic Storage Battery (Shenyang) Co., Ltd

Tel: +86 24 25818921

Fax: +86 24 25818910 Website: http://www.panasonicbattery.cn
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